FIX LENS IR BULLET CCTV CAMERA WITH WDR

FEATURES

1/2.7" EP

2MP CMOS Sensor,
1080P/960H,
With IR-cut filter

Weatherproof IR Camera

IR LED 42p x 2PCS
IR range 20M
Board Lens 3.6mm

Water Resistance IP66

WDR, - -
DNR, UTC, OSD
&
TECHNICAL SPECIFICATIONS EP 1880 WD
CAMERA LENS
Image Sensor Image Sensor Focus Length 3.6mm
DSP DSP Focus Control Fixed
Image Resolution 1920 X 1080 Lens Type Fixed
Effective Pixels 1080 Pixels 2.0 Megapixels
TV System PAL Auto Iris Support -
Electronic Shutter 1/25s~1/50,000s ,
1/30s~1/60,000s CAMERA FEATURE

S/N Ratio >50dB Day/Night Yes
Scanning System Progressive scan OSD Menu Language Yes

White Balance Auto / Manual
NIGHT VISION Gain Control Auto
infra Red LED 42p X 2 units Noise Reduction 3D DNR
Infrared Distance 30M Picture Adjustment  Yes
IR Status 10lux by CDS WDR WDR
IR Power On Auto Control 0SD Support Yes
GENERAL utc Yes
Housing Metal, IP 66 rated
Bracket Yes
Dual Voltage Optional
IR Cut Filter IR Cut Filter
Heater No

Operation Temperature  -10C ~ +50C RH95% Max
Storage Temperature -10C ~ +50C RH95% Max
Power Source DC12V+10%, 700mA
Dimension 157(W) x 70(H) x 66(D)mm
Weight 650 grams
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